spenner

Declaration of Performance
No 0785-CPR-11049-13-03

1. Unique identification code of the product-type:
Calcium Lime EN 459-1 CL 90-S

2. Intended use/es: intended to be used in applications or materials for construction,
building and civil engineering
Provided the product is used in accordance with the relevant application standard and/or
manufacturer’s advice and/or following the current best practice

3. Manufacturer: Spenner GmbH & Co. KG, BahnhofstraBe 20, 59597 Erwitte

4. System/s of AVCP: 2+

5. Harmonised standard: EN 459-1:2010

6. Notified body/ies: GG-CERT e.V., NB 0785

7. Declared performance/s:

Essential characteristics Performance
CaO+MgO 290 %

| MgO < 5% (see 4.4.2 in EN 459-1)
CO2 <4 % (see 4.4.2in EN 459-1)
SOs <2 % (see 4.4.2in EN 459-1)
Available lime 280 %
Soundness pass
Residue 0,09 mm <7%
Residue 0,2 mm <2%

The performance of the product identified above is in conformity with the set of declared
performance/s. This declaration of performance is issued, in accordance with Regulation (EU)
No 305/2011, under the sole responsibility of the manufacturer identified above.

Signed for and on behalf of the manufacturer by:

Name: Georg Weber, Vertriebsleiter, Prokurist

At: Erwitte On: 01.01.2023
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